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Traffic Sign Support Products

About us

Xcessories Squared Dev. & Mfg. Inc., an Auburn, IL based
company, has over 50 years of combined experience in the traffic
sign support industry. From anchor driving equipment, to break‐
away bases, sign posts, sign bracing, and all clamps, brackets & 
related hardware. Your total sign support product line starts here. 
We not only manufacture to state and FHWA requirements, but are
continually involved in product design and development in
conjunction with highway departments needs and requests. Solving
your problems with innovative design is one of our most important
strengths. Let us help you solve your sign support concerns. Keep in
mind, technical training, service, and product demonstration is
standard, at your place or ours.

You may contact us at Info@X‐Sqrd.com or call us at 800‐621‐7948
when additional technical support is required. We are ready and
willing to assist with your design requirements.

For additional information, or to find the nearest distributor, please
feel free to visit our web site at www.x‐sqrd.com.
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0.30#

DESCRIPTION

½" x 2" Gr. 8 Flange Bolt ‐ used w/ DCA50‐Z

½" Drop‐in Anchor ‐ used w/ G8FB50‐200‐Z

½" x 5½" Expansion Anchor

WEIGHT EACH

16.63#

DESCRIPTION

 Cast Iron Pedestal base for 2" Telespar

WEIGHT EACHDESCRIPTION

Fabricated Surface Mount Bases

CONCRETE ANCHORING HARDWARE

PART NUMBER WEIGHT EACH

0.16#

0.11#

CBM175‐250‐G 10.34#Concrete Barrier Mount for 1¾" ‐ 2½" Telespar

RS50‐550‐Z

SURFACE BASES
PART NUMBER

CAST IRON PEDESTAL BASE
PBS200SQ‐G

PART NUMBER

FCB175‐250‐G

G8FB50‐200‐Z

9.31#Flat Concrete Base for 1¾" ‐ 2½" Telespar

DCA50‐Z

FCB175‐250‐G
Flat Concrete Base

CBM175‐250‐G
Concrete Barrier Mount Bracket
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CB516‐S‐Z

CB516‐M‐Z

CB516 ‐L‐Z

FN516‐Z

JNH516‐Z

DRAS3878‐06

DRAS3878‐06‐W

XDR3878‐05‐Z

NW38

SMRA25‐18

SMRA25‐26

SMRA25‐30

SMRA25‐34

PVCSP150

PVCSP175

CB516‐S‐Z

CB516‐M‐Z

CB516 ‐L‐Z

FN516‐Z

JNH516‐Z

DRAS3878‐06

DRAS3878‐06‐W

XDR3878‐05‐Z

NW38

SMRA25‐18

SMRA25‐26

SMRA25‐30

SMRA25‐34

PVCSP150

PVCSP175

¼" Alum. Sign Mate Rivet #30‐use w/1¾" Telespar

¼" Alum. Sign Mate Rivet #34‐use w/2" Telespar

½" x 1½" PVC Spacer / fits #30 Sign Mate Rivet

½" x 1¾" PVC Spacer / fits #34 Sign Mate Rivet

5/16" Flange Nut used w/ corner bolts

5/16" Heavy Hex Jam Nut

3/8" Aluminum Shell/Steel Pin Drive Rivet

3/8" Alum. Shell/Steel Pin Drive Rivet w/ washer

3/8" All Steel Econo Drive Rivet

3/8" Nylon Washer

¼" Alum. Sign Mate Rivet #18

¼" Alum. Sign Mate Rivet #26‐use w/1½" Telespar

½" x 1¾" PVC Spacer / fits #34 Sign Mate Rivet

DESCRIPTION

5/16" Small Corner Bolt through 2"

5/16" Medium Corner Bolt through 2‐1/2"

5/16" Large Corner Bolt through 3" 

¼" Alum. Sign Mate Rivet #18

¼" Alum. Sign Mate Rivet #26‐use w/1½" Telespar

¼" Alum. Sign Mate Rivet #30‐use w/1¾" Telespar

¼" Alum. Sign Mate Rivet #34‐use w/2" Telespar

½" x 1½" PVC Spacer / fits #30 Sign Mate Rivet

5/16" Heavy Hex Jam Nut

3/8" Aluminum Shell/Steel Pin Drive Rivet

3/8" Alum. Shell/Steel Pin Drive Rivet w/ washer

3/8" All Steel Econo Drive Rivet

3/8" Nylon Washer

DESCRIPTION

5/16" Small Corner Bolt through 2"

5/16" Medium Corner Bolt through 2‐1/2"

5/16" Large Corner Bolt through 3" 

5/16" Flange Nut used w/ corner bolts

1.24#

WEIGHT PER 1,000

2.25#

2.35#

4.28#

0.06#

0.88#

TELESPAR HARDWARE
SMALL BOX QUANTITIES ‐ 100 OR 250 PC. BOXES

PART NUMBER WEIGHT PER 100 

PART NUMBER

BULK PACKAGING ‐ 1,000 PCS. PER BOX

1.15#

1.23#

4.40#

5.23#

6.12#

1.26#

1.08#

1.31#

1.06#

44.00#

52.30#

61.20#

12.60#

10.80#

22.50#

23.50#

42.80#

0.60#

8.80#

11.50#

12.30#

13.10#

10.60#

12.40#

CB516‐_‐Z

FN516‐Z

JNH516‐Z

DRAS3878‐06
XDR3878‐05‐Z

NW38

DRAS3878‐06‐W PVCSP_ _ _

SMRA25_ _ _
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TL015‐Z

TL016‐Z

TL017‐Z

TL018‐Z

TL019‐Z

TL020‐Z

TL092‐Z

TL094‐Z

TBB3‐Z*

TBB3A‐Z*

TL132‐Z*

TL133‐Z*

HHSB25‐300N‐Z

G8FB38‐30N‐Z

0.33#

0.84#

DESCRIPTION

Collapsible Barricade Plate, fits all Telespar

Collapsible Barricade Assembly, fits all Telespar**

0.44#

0.26#

0.26#

0.29#

Anti ‐  Rotation Fitting

Straight Fitting

45 Degree Offset Fitting

90 Degree Fitting

3/8" Gravity Lock Pin Through 2"

3/8" Gravity Lock Pin Through 2½"

Shear Pin Barricade Plate, fits 1¾" & 2" Telespar

Shear Pin Barricade Plate, fits 1¾" & 2" Telespar**

WEIGHT EACH

0.90#

2.25#

1.00#

2.40#

TELESPAR CONNECTOR BRACKETS

PART NUMBER
STANDARD 

PACKAGING

25 each per box

25 each per box

DESCRIPTION

T ‐ Fitting

L ‐ Fitting

WEIGHT EACH

0.50#

0.63#

25 each per box

 TELESPAR TYPE III BARRICADE BRACKETS

PART NUMBER

*Bottom skid and vertical post must be same diameter. **One set of 2 plates & required hardware, to connect 1 upright to 1 foot.

25 each per box

25 each per box

25 each per box

25 each per box

25 each per box

STANDARD 

PACKAGING

20 each per box

10 sets per box

20 each per box

10 sets per box

CONNECTOR BRACKET AND BARRICADE REPAIR HARDWARE

PART NUMBER WEIGHT PER 100

5.72#

13.27#

DESCRIPTION

1/4" x 3" Hex Head Shear Bolt w/ nut (TL132/3)

3/8" x 3" Gr. 8 Flange Bolt w/ nut

NOTE: HARDWARE  IS NOT INCLUDED WITH TL BRACKETS‐ SEE BELOW

TL015‐Z TL016‐Z TL017‐Z TL018‐Z TL019‐Z TL020‐Z TL09_‐Z

TBB3‐Z TL132‐Z
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All Drive Caps, including Adapter Drive Caps, are designed for a specific use and require special 

care. Due to restrictive design requirements, the caps must have a 90° angle, with minimal radius,

where the square guide meets the bottom of the cap head. This is to prevent distortion of the 

anchor. That angle also can create a stress fracture that will eventually separate the square guide 

from the head when improperly used. The following recommendations will be most helpful.

     the purpose of replumbing anchor.

→ DRIVE CAP USE RECOMMENDATIONS How to / How Not‐To & Disclaimer

Personal protective equipment should always be worn when working with tools and products.

1. How‐To / How Not‐To

     DRIVE CAPS, both manual and power, should receive as vertical an impact as possible from the 

     sledge or power piston.

     MANUAL CAPS should be used only with manual equipment i.e. SLEDGE HAMMER, SLIDE HAMMER,

     etc. DO NOT USE POWER CAPS WITH MANUAL EQUIPMENT. Avoid angle or horizontal impacts for     

     can be used. Lateral tolerance between Adapter Cap and inside wall of hammer receiver is critical.  

     A sloppy fit will usually result in destruction of Adapter Cap.

    NOTE:  The above information is important to the longevity of Drive Caps, as well as, keeping the

     tops of all anchors from deforming during installation. Being sure all anchors are cut square will

     POWER CAPS or POWER ADAPTER CAPS are to be used only with appropriate power equipment. 

     NEVER PUT SIDE LOAD ON POWER HAMMERS for replumbing purposes, while the hammer is in  

     operation. It is permissible to pry sideways slightly for straightening, but ONLY AFTER STOPPING   

      toed boot or by a gloved hand to relieve side tension before engaging the hammer again.

Xcessories Squared

     THE POUNDING ACTION OF THE HAMMER. Hold the anchor in a vertical position with your steel 

Due to the restrictive nature of the design and our inability to control product abuse, we cannot  

guarantee this line of products against breakage or anchor damage. We are, however, willing to 

field all complaints so as to better understand conditions and problems in the field. Only through an

honest cooperative effort can we continually strive to make improvements. DOCUMENTATION TO

SUPPORT ANY CLAIM IS REQUIRED BEFORE ANY REPLACEMENT CAN BE CONSIDERED, damaged part

must also be returned.

     also reduce chance of deformation. Redressing the top of MANUAL CAPS, to prevent chipping, 

     may be necessary after prolonged use.

    NOTE:  Lock & Release Drive Equipment: Keep tapered portion of shanks and adapters, as well as  

     tapered inside hole in drive caps clean and free of debris build up. This is to assure a good fit and 

     alignment of shank or adapter with cap.

2.  Disclaimer:

     All piston or cylinder type hammers (Rhino, Fairmont, Stanley) have a receiver portion under the

     piston with definite dimensions. Only Adapter Drive Caps specifically designed for the hammer 
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Sign Supports, "Large and Small",
We Provide Custom Design or Your Spec's!

NCHRP 350 Compliant, FHWA Accepted




